\ POSIFLEX"

Your Success is Our Vision

State-of-the-Art Scalability in Integrated POS Terminal Solutions
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Highlights

® 15.1" Dual Backlit LCD panel -
TFT active matrix

® Spill proof water-resistant
structure protects circuitry
and allows for easy cleaning

® A patented finger release lever
"geared locking mechanism"
easily adjusts the LCD tilt
angle from horizontal to
vertical

® Security lock prevents
unauthorized access to input /
output data devices

® Single screw design for
accessing components and
HDD

® | ED indicates Power "ON"

Overview

The "JIVA 6000" Touch Terminal by POSIFLEX
uses state-of-the-art Intel Celeron CPU
technology that is easily upgradeable via Socket
370 technology. The high-speed processor
easily operates various kinds of customer
applications such as Hospitality, Kiosk, Retail,
and E-Commerce which all depend on high CPU
performance. The JIVA 6000 is designed to
support Windows 98/ 2000/ XP Professional /
Linux / X windows 4.0.2.

With a unique footprint space saving design, the
JIVA 6000 functions for countertop or wall mount
applications. The JIVA 6000 has a solid design
that is made to withstand the rigors of daily
usage in the harshest environments.
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LCD Panel

se Port

CD-ROM Port

Storage Condition

Dimension

Main Board Interface Diagram

TERMINAL OPTIONS

250 nit

15" TFT
Celeron 1.2 GHz

4 available with PS/2 touch interface;
3 available wiht RS232 touch controller interface

1 x PS/2 type

1
20 GB up
N/A

Software controlled for Mechanical ON/OFF or
Mechanical ON Software OFF

-20°C ~ +60°C, 10%RH~80%RH; non-condensing,
maximum wet bulb 28.9°C

375mm (W) x 270mm (D) x 360~380mm (H)
/14.8"x 10.6" x 10.8"~15"

8.8kg (19.4 Ibs.)

1280 San Luis Obispo Avenue
Hayward, California 94544 USA

tel : 510-429-7097

fax : 510-475-0982

e-mail : sales@posiflexusa.com
www.posiflexusa.com



